






                     PUBLIC UTILITIES BUREAU 
                       AKRON WATER WORKS 
                       UTILITIES ENGINEERING 
 

                 WATER LINE NOTES 
  

 No water service will be installed until all 
requirements of the Akron Water Works are met, 
including but not limited to the following: 
 
1. Review and approval of all building plans. 
 
2. Receipt of the applicable fees. 
 
3. Approval of the houseline installation and 

appurtenances. 
 
4. Approval of the fire system 
 

A. Review and approval of sprinkler plans 
 

B. Receipt of a signed contractor's 
pressure test report. 

 
C. Proof of State certified contractor to 

install underground fire line and 
registration with City of Akron Building 
Inspection Division or applicable political 
subdivision. 

 
D. Obtain sprinkler/suppression permit for 

underground fire line installation with 
City of Akron Building Inspection 
Division or applicable political 
subdivision. 

 
All on-site water line piping and 

appurtenances shall be installed according to 
Water Department specifications and must be 
inspected and approved by the Water Distribution 
Division (375-2420) prior to backfilling. 
 

All underground pipe 2 inches and smaller 
shall be Type "K" soft copper with flared fittings.  
Compression fittings may be used on 1  inch and 
2 inch pipe.  Pipe shall be installed with 4 feet 6 
inches of cover. 
 

All underground straight lengths of pipe larger 
than 2 inches shall be Class 53 cement lined 
ductile iron with push-on joints including two brass 
wedges per joint.  Pipe shall be installed with 4 
feet 6 inches of cover.  See detailed specifications 
for approved pipe, fittings, bolts, etc., for water line 
installation (Acc. #14908). 
 

 Maintain a 10 foot horizontal clearance 
from edge of water line to edge of sanitary and 
storm sewer pipes. 

Maintain an 18 inch minimum vertical 
clearance from edge of water line to edge of 
sanitary and storm sewer pipes where they cross. 
 

Maintain a 12 inch vertical clearance from 
edge of water line to edge of gas, electric, etc. 
 

Maintain a 5 foot minimum horizontal 
clearance from edge of water line to edge of gas 
line(s), electric line(s), communication line(s), etc. 
 
Requirements for an Inside Meter Setting: 
 
1. Easily accessible 
 
2. Adequate headroom 
 
3. Properly heated 
 
4. Floor drain within five feet of meter 
 
5. Houseline not longer than 200 feet 
 
6. Meter must be set within one foot of where 

line enters building. 
 
7. In buildings with interior meter setting without 

basements, houseline must be installed in an 
AWW approved conduit from one foot 
outside footer to above floor slab (houselines 
2 inch and smaller). 

 
8. Buildings with interior meter settings not on 

outside wall, the houseline must be installed 
in a continuous AWW approved conduit from 
outside building footer up through floor slab 
(houseline 2 inch and smaller). 

 
9. Houseline installed under paved areas for 

inside meter setting must be in an AWW 
approved conduit from street right-of-way to 
inside building. 

 
If the interior meter setting does not meet all the 
above requirements, then the meter must be 
installed at the street in a curb meter pit or an 
approved meter vault. 
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